POWER SUPPLY SPECIFICATIONS:

1. INPUT VOLTAGE' 240VAC *10% SINGLE PHASE 50/60 Hz
. . 26.42 2. 40°C MAXIMUM AMBIENT TEMPERATURE
[671mm] 3. 6°[154mm] CLEARANCE TO BE KEPT ON SIDES AND BACK FOR
. . COOLING
14.70 1_ _l 4, NEMA 1 CORROSION RESISTANT
[373mm] 5. SEE THE FOLLOWING OUTLINE DRAWINGS FOR SEALING COIL
4 DETAILS:
] _ ¢ — ] UNIVERSAL COILi BG2074-4
_ B n _ CHANNEL COIL: BGP074-18
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_ i H = _ PLATED OR ANODIZED ALUMINUM, AND PLASTIC
=
o — ¢
__2.75 [70mm]
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36.00 +.75 ADJUSTMENT FOWER CORD
[914mm *19mm]
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(4) LEVELING PADS
b __d [ @ ] bl

T77777777777777777777777777777777§7777777777777777777777777777 7777777777777777777777777777777777777777777.

THIS PRINT IS THE PROPERTY OF
PILLAR TECHNOLOGIES

AND IS LOANED TO THE RECIPIENT SUBJECT TO
RETURN UPON DEMAND. ITS CONTENTS ARE
CONFIDENTIAL AND MUST NOT BE COPIED OR

SUBMITTED TO OUTSIDE PARTIES FOR
USE OR EXAMINATION

22.00 [559mm]—

34.00 [864mm]
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