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Split Box
BLOWN FILM STATION

surface treatment solutions

Pillar’s unique “Split Box” 
station opens horizontally 
allowing easy “drop through” 
thread-up, quick installation and 
simple maintenance...
maximizing productivity.

The “Split Box” is an economical system 
promoting ease of thread-up.  Features 
include removable electrode assembly, 
pneumatic station frame retract, safety 
interlocks, external air gap adjust and 
ease of installation and maintenance.

Easy Installation
Standard mounting brackets and lifting eyes make installation quick and easy.  The high voltage transformer is 
mounted directly to the station with all high voltage connections factory wired and tested.

Quick Start-Up
The easy-thread, “drop through” design enables operators to thread the web through the station in seconds.

Durable
• Stainless steel electrodes for reduced contamination and easy cleaning.
• In order to protect the treater rolls, a zero speed switch automatically shuts down the power supply when the      
 web achieves low line speeds.
• Roll bearings are outside of ozone environment and are covered to prolong bearing life.
• Easy view windows allow clear unobstructed view of corona discharge.
• Electrodes are provided with optimal support to enhance rigidity and eliminate sagging.

Versatile
With Pillar’s stainless steel segmented electrode design and removable electrode styles, users can alter the treat width 
or lane treat according to application.

Safe
• Safety interlocks prevent operation of power supply if access covers are removed or if station is in the thread-up
 position.
• Electrode area is completely covered by lightweight aluminum panels.
Å Built-in exhaust þ anges allow for easy connection to ozone exhaust blowers or ozone destruct systems to protect
 the plant environment from ozone emissions.




